COOPPr S04

oo Sprips,

Channels

Watts RMS @ 4 Ohms

Watts RMS @ 2 Ohms

Watts @ 4 Ohms mono bridged

Damping Factor
signal to noise ratio
Channel Separation
THD&N

input sensitivity
input impedance
operation Mode
Frequency Response

X-Over CHI & CH2
Adjustable Highpass
Adjustable Lowpass

X-Over CH3 & CH4

Adjustable Highpass
Adjustable Lowpass
Bass-Boost @ 45 Hz

fuse rating
dimension WxH
dimension L

:4

: AXS50 W
:2x89 W
: 2xi20 W

:» 200

:> 90 dB

:>80dB

: 0,05%

:02-5 Volt

: > 47 kOhms

: HPF-FULL-LPF/HPF-FULL
: 30 Hz - 50 KHz

: 120 Hz - 3 KHz
: 50 Hz - 250 Hz

: 120 Hz - 3 KHz
: 50 Hz - 250 Hz
: 0/6/12 dB

: 2x20A
: 250x52 mm.
: 320 mm.

COOPER 50.4

COOPPr 150.2

Channels

Watts RMS @ 4 Ohms

Watts RMS @ 2 Ohms

Watts @ 4 Ohms mono bridged

Damping Factor
signal to noise ratio
Channel Separation
THD&N

input sensitivity
input impedance
Frequency Response

X-Over CHI & CH2

Adjustable Highpass
Adjustable Lowpass

Bass-Boost @ 45 Hz

fuse rating
dimension WxH
dimension L

0@ Ia0 7 COOPER 150.2

2

: 2xl25 W
:2xiISO0W
: 2x300 W

:> 200

:>90 dB

:>» 60 dB

: 0,05%

: 02 - 6 Volt

: > 47 kOhms

: 30 Hz - 50 KHz

: 120 Hz - 3 KHz
: 50 Hz - 250 Hz
:0-18dB

: IXSOA
: 250x52 mm.
: 320 mm.

Retail







